
INSTALLATION REQUIREMENTS 

WARNING: Risk of electric shock and serious injury. SHUT OFF BREAKER AT PANEL BEFORE INSTALLING.
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INSTALLATION INSTRUCTIONS

CAUTION: 
This product use an input 100-277VAC driver of wide range voltage, but the actual working voltage is dependent on the input voltage of the 
photocell that installed on the product. Normally the input voltage of photocell is 120V/208V/240V/277V single range, and also has 120-277VAC 
wide range. Please pay a�en�on when installa�on. 

WARNING:
• To avoid the risk of fire, explosion, or electric shock, this product should be installed, inspected, and maintained by a qualified electrician 

only, in accordance with all applicable electrical codes. 
• To avoid electric shock: 

◦ Be certain electrical power is OFF before and during installa�on and maintenance. 
◦ Luminaire must be connected to a wiring system with an equipment-grounding conductor. 

• To avoid explosion: 
◦ Make sure the supply voltage is the same as the rated luminaire voltage. 
◦ Do not install where marked opera�ng temperatures exceed the igni�on temperature of the hazardous atmosphere. 
◦ Do not operate in ambient temperatures above those indicated on the luminaire nameplate. 

 For supply connec�ons use wire rated for at least 80°C. 

1.0 INSTALLATION INTRODUCTION

 
   

FIG. 1
 

FIG. 2
 

•  This LED Wall-Packs light uses the latest in solid state ligh�ng technology for long life, low maintenance, and high efficiency. 
• The same as tradi�onal HID ligh�ng, it could be mounted a standard photocell on the enclosure, to make it completely suitable for street 

ligh�ng. 
• An internal power-factor-corrected switch-mode supply allows it to be used from any nominal 100V-277V, 60Hz AC supply without any 

varia�on in light output. 
• Suitable for use in the following loca�ons: 

◦ Ambient Temp: -20~+40°C 
◦ Wet Loca�ons 

NOTE: Save these instruc�ons for future reference 

2.0 INSTALLATION STEPS - WALL MOUNT 

1.   Open the back box by using Philips screw driver (FIG.2). Refer to size of the diagram to bore the holes on the wall (FIG.1). 
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2.0 INSTALLATION STEPS - WALL MOUNT 

2.   Screw the two green/yellow grounding cord to the posi�on which indicated "GR" (FIG.3) 
3.   Install the rear cover on the wall, connect the cable refer to the circuit diagram (FIG.6) 
4.   Tighten enclosure screws to seal fixture. (FIG.4) 
5.   Clip the shield on the both sides of the fixture, fix it by screws. (FIG.5) 

FIG. 6

FIG. 5FIG. 4FIG. 3

3.0 AFTER INSTALLATION  

1.   Check whether the ligh�ng fixture is firmly fixed. 
2.   Check whether wires are connected correctly.
3.   Turn on the power, and check if the ligh�ng fixture works well. If not, please turn off the power and contact your local dealer. 
WARNING: the luminaire shall be installed by qualified electrician.


