




PHOTOMETRIC DETAIL

PWP-NC-50W
Lum. Classifica�on System (LCS)
LCS Zone Lumens %Lamp %Lum
FL (0-30) 424.5 9.0 9.0
FM (30-60) 1335.4 28.2 28.2
FH (60-80) 1063.5 22.5 22.5
FVH (80-90) 476.4 10.1 10.1
BL (0-30) 205.8 4.3 4.3
BM (30-60) 194.9 4.1 4.1
BH (60-80) 49.6 1.0 1.0
BVH (80-90) 12.0 0.3 0.3
UL (90-100) 393.4 8.3 8.3
UH (100-180) 576.5 12.2 12.2    
Total 4732.0 100.0 100.0
BUG Ra�ng  B1-U4-G3  

PWP-NC-80W
Lum. Classifica�on System (LCS)
LCS Zone Lumens %Lamp %Lum
FL (0-30) 709.5 9.4 9.4
FM (30-60) 2094.8 27.6 27.6
FH (60-80) 1701.8 22.4 22.4
FVH (80-90) 754.3 9.9 9.9
BL (0-30) 336.1 4.4 4.4
BM (30-60) 317.6 4.2 4.2
BH (60-80) 81.2 1.1 1.1
BVH (80-90) 19.2 0.3 0.3
UL (90-100) 632.0 8.3 8.3
UH (100-180) 938.5 12.4 12.4    
Total 7585.0 100.0 100.0
BUG Ra�ng  B1-U4-G5  

PWP-NC-120W
Lum. Classifica�on System (LCS)

LCS Zone Lumens %Lamp %Lum
FL (0-30) 1175.0 9.7 9.7
FM (30-60) 3212.3 26.4 26.4
FH (60-80) 2585.9 21.3 21.3
FVH (80-90) 1159.0 9.5 9.5
BL (0-30) 630.9 5.2 5.2
BM (30-60) 602.4 5.0 5.0
BH (60-80) 160.4 1.3 1.3
BVH (80-90) 31.2 0.3 0.3
UL (90-100) 997.1 8.2 8.2
UH (100-180) 1591.5 13.1 13.1    
Total 12145.7 100.0 100.0
BUG Ra�ng  B2-U5-G5  
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Information contained herein is subject to change without notice. 
Values are nominal. All values conform to DLC tolerances.
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