
INSTALLATION REQUIREMENTS 

WARNING: Risk of electric shock and serious injury. SHUT OFF BREAKER AT PANEL BEFORE INSTALLING.

JADIL-CS ARCHITECTURAL LINEAR - DIRECT/INDIRECT CONTINUOUS OR SINGLE RUN, CCT SELECTABLE
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INSTALLATION INSTRUCTIONS

Please read this en�re manual to fully understand and safely use this product. Specifica�ons are subject to change without no�ce. Please visit our website the most recent user guide versions.
1. Suitable for Dry loca�on. Access above ceiling required. Do not install insula�on within 70mm (2.76”) of any part of the luminaire, Suitable for suspended ceilings
2. Maximum ambient temperature is 40°C

1. Consult a qualified electrician to ensure correct branch circuit conductor 2.
2. The product should be installed and operated by a qualified electrician in accordance with relevant local codes 
3. Risk of electric shock. Ensure that main power source is when wiring or separa�ng the sec�ons of the product. 
4. Before installing this fixture or doing any maintenance, make sure to turn off the power supply at the circuit breaker or fuse box.
5. Check to make sure that all fixture connec�ons have been properly made and the fixture is grounded to avoid poten�al electric shock.
6. Do not handle energized fixture when heads are wet, when standing on we for damp surfaces, or in water.
7. This panel lights are normally set to work at extra low voltage below DC42V and constant current condi�ons.
8. Designed for use in 120-277V and 120-347V 50-60Hz protected circuit, supply wire SELV equivalent control gear apply class 2 power supply. 

ACCESSORIES

2.0 INSTALLATION STEPS - SUSPENDED SINGLE 

gray  DIM-
purple  DIM+
green  G
black  L
white  N

green  G

green  G

 

1. Open the 1st accessory package, remove the 5-core wire and wire sheath; 
using the P2 wiring cap to connect with the L, N, Dim+, Dim- wires in the 
junc�on box, and connect the ground wire of the mounted piece, 10mm ground 
wire and the ground wire for input 5-core wire to the ground wire in the 
junc�on box. 

2. Take out the KM10*20 screws from the first accessory kit and screw them 
into the flat-shaped fixing plate. 



3. Use two 3/16-24XH16 screws to fix the mounted to the junc�on box; then put 
M10 ground wire and M10 chrysanthemum under the KM10*20 screws.
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INSTALLATION INSTRUCTIONS

2.0 INSTALLATION STEPS - SUSPENDED SINGLE 

4. Pass the input 5-core wire through the hole of PG11 on the ceiling plate and 
the middle round hole is sleeved on the screw of KM10*20

5. Tighten the steel cable connector with the KM10*20 screw and then screw 
the steel cable connector

6. Drilling two 5mm holes in the ceiling; the distance is about 65mm, then open 
the second accessory kit package and screw into the drilled holes with 
expansion bolts

7. Take out the mounted piece from the second accessory kit package and install 
it according to step 2 and then fix the mounted piece on the ceiling with self-
tapping screws.

8. Lock the steel cable according to step 5 and adjust the length of the steel 
cable to two suitable lengths of equal length
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Electric supply
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INSTALLATION INSTRUCTIONS

INSTALLATION STEPS - SUSPENDED SINGLE 

9. Remove the end caps at both sides of the fixture with a screwdriver and then 
remove the wiring cover on the side with the female plug terminal. 

10. Fasten the bracket kit to the lamp body and install the screws (note that the 
end with the female plug terminal and incoming wire end are in one direc�on)

11. Install the an� pull connector on the wiring cover 12. Pull out the female terminal of the lamp body from the lamp body. 

13. A�er the input wire of the input end passes through the waterproof 
connector, connect it with the stripped wire which has been cut off the terminal 
by a connec�ng terminal. 

14. Plug the wire into the lamp body, and install the side cover and the wiring 
cover and the single lamp is installed. 
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2.0 
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INSTALLATION INSTRUCTIONS

INSTALLATION STEPS - STEM MOUNT/ SINGLE VERSION 

JADIL-CS ARCHITECTURAL LINEAR - DIRECT/INDIRECT CONTINUOUS OR SINGLE RUN, CCT SELECTABLE

3.0 

1. The moun�ng end of the stem connected to the power supply is installed (the 
stem is directly threaded to the word plate). Instead of connec�ng one end of 
the power supply, the boom is fixed directly to the boom fixture. 

2. Install the stem on the board of the junc�on box and fix the shrapnel on the 
boom.

3. Fix the stem to the ceiling with screws, and then screw the boom onto the 
boom.

4. Refer to suspending step 7 (remove the outlet plate), knock out one of the 
three knock holes of the outlet plate, and then put the rubber plug in.

5. Refer to suspending step 12 (cu�ng the 
terminals) the input wires are connected together 
with nuts a�er passing through the rubber plug 
and stripping wires a�er cu�ng the terminals.

6. Plug the wire into the lamp body, install the 
upper side cover and wiring cover, and complete 
the installa�on of a single lamp.

7. Follow hois�ng assembly step 1.2.3.4 (hois�ng 
and derrick installa�on and assembly steps are the 

same. The installa�on as shown is complete）.



Surface Mount--Single Version

Ceiling fixing rod

Electric supply

L±0.5

Ceiling fixed head

2FT
4FT
8FT

L=302mm
L=888mm
L=2188mm

6/10
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INSTALLATION INSTRUCTIONS

INSTALLATION STEPS - SURFACE MOUNT/ SINGLE 

JADIL-CS ARCHITECTURAL LINEAR - DIRECT/INDIRECT CONTINUOUS OR SINGLE RUN, CCT SELECTABLE

4.0 

1. As shown in the figure, drill two holes according to the size in the table, and 
fix the ceiling fixing head with screws.

2. As shown in the figure, fix the ceiling fixing rod with threads.

3. As shown in the figure, refer to the li�ing step 11.12.13 and connect them 
with connec�ng terminal (the waterproof connector is installed to the side 
cover).

4. Remove the diffuser

5. As shown in the figure, fix the lamp to the ceiling fixing rod with screws. 6.Connect the input line, then install the diffuser cover and the end cover to 
complete the installa�on.



 

Side wall fixing bracket

electric supply
electric supply
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INSTALLATION INSTRUCTIONS

INSTALLATION STEPS - WALL MOUNT/ SINGLE 

JADIL-CS ARCHITECTURAL LINEAR - DIRECT/INDIRECT CONTINUOUS OR SINGLE RUN, CCT SELECTABLE

5.0 

1. As shown in the figure, install the side wall fixing bracket on the side wall with 
screws.

2. Insert the side wall moun�ng bracket with elas�c pieces into the side wall 
fixing bracket.

3. Drill a hole with a diameter of 12mm at the posi�on shown on the terminal. 4. As shown in the figure, disassemble the end cover and the wiring cover.

5. As shown in the figure, using two screws to fix the decora�ve board, and lead 
the cable of electric supply out of the decora�ve board.

6.As shown in the figure, the cable of electric supply is input from the 12mm
diameter hole just drilled and connected the protec�ve coil with the cable of 
electric supply.

7. Install the end cover, wiring cover and buckle the lamp to the
buckle spring, then fix moun�ng spring by screws.

8. As shown in the figure, connect the input line and the installa�on
is complete.



66±0.5MM

81±0.5MM

L±0.5MM

2FT
4FT
8FT

L=302mm
L=888mm
L=2188mm
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INSTALLATION INSTRUCTIONS

INSTALLATION STEPS - RECESSED FLANGELESS/ SINGLE

JADIL-CS ARCHITECTURAL LINEAR - DIRECT/INDIRECT CONTINUOUS OR SINGLE RUN, CCT SELECTABLE

6.0 

1. For embedded installa�on: Slot width (W): 66 ± 5mm, Length (L): (lamp 
length L + 1) ± 0.5mm

2. Fix the embedded bracket to the back of the ceiling with screws according to 
the dimensions in the figure.

3. Fix the hose to the wiring head, connect the wire according to the
step of hois�ng 11.12.13, and remove the diffusion cover.

4. As shown in the figure, the lamp is fixed on the embedded fixing bracket by 
screws, and finally buckle the diffusion cover.

5. As shown in the figure, the installa�on is complete.



Connect
to the
electric
supply

Length Power Voltage Quantity

33PCS

25PCS

16PCS

12PCS

8PCS120V

120V

120V

120V

120V15W

20W

30W

40W

60W8FT

4FT

4FT

2FT

2FT

6PCS120V80W8FT

Voltage Quantity

76PCS

57PCS

38PCS

28PCS

19PCS277V

277V

277V

277V

277V

14PCS277V
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INSTALLATION INSTRUCTIONS

INSTALLATION STEPS - LINEAR LIGHT/ LINKABLE 

JADIL-CS ARCHITECTURAL LINEAR - DIRECT/INDIRECT CONTINUOUS OR SINGLE RUN, CCT SELECTABLE

7.0 

1. When the lamps are to be spliced, the splicing inser�ng bracket and the
fixing bracket should be installed.

2. Two fixtures are connected by assembling the bu� joint bracket, and
then �ghtened with the buckle.

3. Bu�-to-plug male and female terminals. 4. Install the wiring cover at both ends.

5. Follow the above steps to splice the lamps and connect the input line. Maximum luminaire quan�ty in a straight connec�on
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INSTALLATION INSTRUCTIONS

INSTALLATION STEPS - CORNER LINKABLE  

JADIL-CS ARCHITECTURAL LINEAR - DIRECT/INDIRECT CONTINUOUS OR SINGLE RUN, CCT SELECTABLE

8.0 

1. When the lamp is spliced with the "L" corner, the splicing inserted bracket 
and the fixed bracket should be installed.

2. A�er the lamp body and the corner are connected by the assembling and 
inser�ng bracket, �ghten it with the buckle.

3. Repeat the above opera�on in the other direc�on, and connect the lamp 
body and the corner PCB with the male and female terminals.

4. Install the wiring cover at both ends.

5. This is the picture of T-shaped installa�on, the installa�on method is the same 
as above.

6. This is the picture of X-shaped installa�on, the installa�on method is the 
same as above.
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