
INSTALLATION REQUIREMENTS 

WARNING: Risk of electric shock and serious injury. SHUT OFF BREAKER AT PANEL BEFORE INSTALLING.
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INSTALLATION INSTRUCTIONS

1. A er unpacking the product, please do not place the sensor face down to avoid damage to the sensor. 
2. Remember to click the switch bo on to ac vate the lights before installa on. 
3. Test solar light is in opera on mode before installing by covering the whole solar panel where the PE CELL in and ensure light on , ba ery 

won't be charged.

2.0 INSTALLATION STEPS - WALL MOUNTING BRACKET

1.0 INSTALLATION STEPS - UNIVERSAL SUPPORT 

1. Open the package, check 
whether the appearance of the 
lamp is in good condi on, and click 
the switch bu on to test whether 
the lamp is in good condi on

2. Put the lamp into the lamp pole 
and ghten the screw (#6 hexagon 
socket wrench)

3. Put the lamp into the lamp pole 
and ghten the screw (#6 hexagon 
socket wrench)

4. Put the lamp into the lamp pole 
and ghten the screw (#6 hexagon 
socket wrench)

1. Open the package, check 
whether the appearance of the 
lamp is in good condi on, and click 
the switch bu on to test whether 
the lamp is in good condi on

3. Loosen the screws on the u-
shaped bracket, adjust the 
appropriate solar panel irradia on 
Angle, and then ghten the screws 
(adjust the angle -90° - +90°).

4. Adjust the appropriate exposure 
angle of the light source, and then 
turn on the switch bu on.

3.0 INSTALLATION STEPS -  ROUND ROD SUPPORT

1. Open the package, check 
whether the appearance of the 
lamp is in good condi on, and click 
the switch bu on to test whether 
the lamp is in good condi on

2. Fix the circular arc clasp and the 
lamp on the circular lamp pole 
through screws, and lock the 
screws.

3. Loosen the screws on the u-
shaped bracket, adjust the 
appropriate solar panel angle, and 
then ghten the screw (adjust the 
angle -90° - +90°).

3. Adjust the appropriate exposure 
angle of the light source, and then 
turn on the switch bu on.

2. Drill holes in the wall to fix metal 
expansion screws and fix lamps on 
expansion screws.
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INSTALLATION INSTRUCTIONS

5.0 INSTALLATION STEPS - WALL MOUNTING BRACKET

4.0 INSTALLATION STEPS - SQUARE ROUND BRACKET

1. Open the package, check 
whether the appearance of the 
lamp is in good condi on, and click 
the switch bu on to test whether 
the lamp is in good condi on

2. Fix the arc clasp and the lamp on 
the square lamp pole through the 
screw, and lock the screw. 

3. Loosen the screws on the u-
shaped bracket, adjust the 
appropriate solar panel exposure 
Angle, and then ghten the screws 
(adjust the angle -90° - +90°).

4. Adjust the appropriate exposure 
angle of the light source, and then 
turn on the switch bu on.

1. Use a hexagon wrench to remove two 
M8 screws.

3. A er the inspec on, close the ba ery 
cover and ghten the screw.

6.0 INSTALLATION STEPS - E GUIDANCE REMOT

2. Open the lid and check the cause of defects. 
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