
1. The average sunshine in the installa�on area should be above 3.5h/day in order to ensure full func�on of the ligh�ng fixture. 
2. To avoid over discharge of the ba�ery during storage, please recharge the ligh�ng fixture every 4 months. (Note: the dedicated charger, included or sold 

separately) 
3. Before installa�on, please ensure the light pole founda�on is solid enough to withstand ligh�ng fixture. 
4. Op�mize the ligh�ng fixture posi�oning in order to op�mize its exposi�on to sunshine. Always face the equator. (solar panel to face south if in northern 

hemisphere for example.) 
5. In order to allow self-cleaning, please have a minimum angle of 15 degrees. 
6. Before installa�on, please check if the ba�ery is fully charged. Please proceed to the installa�on during sunny days if possible. 
7. Adjust the ligh�ng fixture angle to op�mize its exposi�on to sunshine and the LED module angle toward the area to bright up. 
8. Before installa�on, please press the ON/OFF key in the remote control and check whether it shows red light on the sensor. Please cover the panel and check 

if the light module turns on, normally within 1 minute. 
9. Select the necessary opera�on mode with the remote control. Please refer to the instruc�on manual of the remote control for further informa�on. 

10. Use the dedicated tool to disassemble the an�-the� screws（. Note: the dedicated tool is not included, sold separately.）
11. Please select the right opera�ng mode according to the local legisla�on needs and the local sunshine condi�ons. 
12. Half out put when the ba�ery capacity less than 40% 
13. A�er installa�on, the ligh�ng fixture will automa�cally turn on at night and turn off during daylight. 
14. The working temperature of the solar fixture is -20�C to 40�C. When opera�ng in an environment with a temperature lower than 0�C; the ba�ery will stop 

charging, even if there is sunlight, but the ligh�ng fixture can s�ll be discharged if you want to use. 
15. The ba�ery of the solar light fixture will stop charging when the ambient temperature is ≤0�Cor ≥65�C. 
16. When the ambient temperature is  ≤0�Cor ≥65�C the ba�ery will turn into self-protec�on mode. 
17. When the electricity is only 40%, the luminance will be reduced by half automa�cally. 
18. When the green indicator begins to flicker slowly, it means that there is only 10% electricity. 
19. When there is only 5% electricity, the luminaire will automa�cally shut down, then enter the protec�on state and will not discharge. 

INSTALLATION REQUIREMENTS 
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INSTALLATION INSTRUCTIONS

Item MODEL WATT LUMEN GW

A PSRL-8W 8W 1600LM 11.7 lbs.

B PSRL-20W 20W 4000LM 21.4 lbs.

C PSRL-30W 30W 6000LM 29.8 lbs.

INSTALLATION ACCESSORIES

Fixed Arm Moun�ng

Slip Fi�er Moun�ng

U-Trunnion Moun�ng

1. Wall Mounted
2. Square Pole Above 100mm

1. Wall Mounted
2. Square Pole Above 120mm

Square-Hoop Moun�ng 

Round pole: 
Ø1.97” (50 mm) Ø3.54” (90mm)
Square pole: 
1.97” (50mm) 3.54” (90mm )

Round pole: 
Ø2.36” (60 mm) Ø3.94” (100mm)
Square pole: 
1.97” (50mm) 3.94” (100mm )

Round-Hoop Moun�ng 

Round pole: 
Ø1.97” (50 mm) Ø3.54” (90mm)

Round pole: 
Ø1.97” (50 mm) Ø3.94” (90mm)



PSRL SOLAR LED ROADWAY LIGHT

REMOTE CONTROL FUNCTION
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INSTALLATION INSTRUCTIONS

8W: Light last 9.5 hours 
20W: Light last 10 hours 
30W: Light last 12 hours 

8W: Light last 13.5 hours 
20W: Light last 14 hours 
30W: Light last 17 hours 

8W: Light last 23.5 hours 
20W: Light last 25 hours 
30W: Light last 30 hours 

 

      

  

 

 

LAST 2 MINUTES WHEN IT WAS TRIGGERED

RED INDICATOR:
Under charging, the red light flashing slowly

Full charged, the red light stay lit charge fault, 
the red light flashing quickly 

GREEN INDICATOR
Ba�ery power more than 10%, the green light stay lit 

Ba�ery power less than 10%, the green light flash slowly 

"ON/OFF" Working/Standby key 

Induc�on Mode: Suitable for areas and seasons with short sunshine �me.

Time Control Mode: Suitable for areas and seasons with short sunshine �me.

Constant Brightness Mode: Suitable for areas and seasons with short sunshine �me.

Test mode: Test the func�on of product if it is normal, do not press other keys when doing test. 

Set the las�ng �me of light: A�er set and begin to calculate the �me when light turn on, the 
light turn off a�er 4 hours. 

Set the las�ng �me of light: A�er set and begin to calculate the �me when light turn on, the 
light turn off a�er 8 hours. 

Escape the light �me se�ngs: Cancel the �me se�ngs 

Mode switching indica�on of remote control: 
The light module will flash twice when the light fixture received the signal from remote control 



PSRL SOLAR LED ROADWAY LIGHT
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INSTALLATION INSTRUCTIONS

INSTALLATION: 
1. Remove the fixture and the tools from the packaging.
2. Press the ON/OFF key in the remote control and check whether it shows red light on the sensor. if s�ll not, use the dedicated charger to charge it. 
3. Cover the solar panel and check if the light module turns on.
4. Use the remote control to test the func�on and set up the necessary mode. The light module will flash twice when receive the signal from remote control 

(The default se�ng is induc�on mode 20%-80%). 
5. Using the dedicated tool to assemble the light body and the moun�ng accessories, adjust the light fixture and LED module to the suitable angle. 
6. Install the light to the round pole, square pole or wall, �ghten the screws and the nuts when fixed.
7. Adjustment steps: Select the right opera�ng mode according to the usage requirements and the local sunshine condi�ons.
8. Replacement and Maintenance opera�ons: In case of ba�ery failure or end of life, loosen the screws on the ba�ery cover, disconnect the wire connectors, 

replace the whole ba�ery cover kit (including smart control system, ba�ery, cover) , connect the wires and �ghten screws. 

INSTALLATION INSTRUCTIONS

  

Charging point, 14.6VDC 5A Max
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