
1. Please turn off power before installa�on. Please make sure to not look directly into the lights.
1. Please do not disassemble, modify or repair this product by yourself.
2. Please beware of damage to the fixture from dropping or banging to prevent malfunc�on.
3. When installing the lamp, please comply with relevant na�onal, regional and local laws and regula�ons.
4. When the lamps are connected in parallel, the max connec�on of 480W is four (4) lamps, 660W is three (3) lamps, and 960W is two (2) lamps
5. When the lamps are used for parallel dimming, up to 10 lamps can be connected, and the dimming knobs will be adjusted to the factory default EXT gear.
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INSTALLATION INSTRUCTIONS

INSTALLATION INSTRUCTIONS WITH WIRING SLING

1. Take the driver out of the box. (Figure 1)
2. Take the light out and unfold. (Figure 2)
3. Assemble the driver box to the fixture with thumb screw. (Figure 3)
4. Connect DC output connector to the corresponding interface of the driver box. (Figure 4)
5. Open the accessory package, find the wire sling, and hang it on the li�ing buckle with the hook above. (Figure 5)
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INSTALLATION INSTRUCTIONS

INSTALLATION INSTRUCTIONS WITH WIRING SLING
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INSTALLATION INSTRUCTIONS WITH WIRING SLING

6.     Hang the 1/8" li�ing pulley sling hook on the fixed hook and adjust it to a suitable height. (Figure 6)
7.     Hang the assembled light on the 1/8" li�ing pulley sling hook. (Figure 7)
8.     If the lamps need to be in parallel, please complete the above steps, then plug the AC input cord into the AC parallel socket. (Figure 9)
9.     Power can be turned on a�er the installa�on is complete, then use the manual dimming knob to adjust to the required power. (Figure 8)
10.   If the parallel lights need the dimming func�on, please connect the network cable in the accessory to the RJ12 network cable connector of the driver box.   
         (Figure 10)

IMPORTANT NOTICE: 
1. When connec�ng the DC output cable waterproof 

connector, please pay a�en�on to the corresponding 
posi�on of the connector.

2. When the expansion plan is not used, the reserved 
connector needs to be covered with a waterproof 
plug to prevent electric shock.

3. When using dimming in parallel, one end of the 
internet cable needs to connect to the output port of 
the first fixture, and the other end needs to connect 
to the input port of the second fixture. 

4. These same steps must be followed for the rest of the 
fixtures.
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