
JHM HIGH MAST LUMINAIRE SERIES

1. Electrician must have related cer�ficates, knowledge and working experience. 
2. Maintenance must be performed by a professional staff.
3. The work must be assigned to each electrician based
4. on their posi�on and responsibility.
5. The lens of the lamp is PC or glass, which must be handled carefully during installa�on, otherwise it will be easily scratched and damaged.
6. When the face of the lamp is pu�ng on the ground, it must be protected with so� cloth or other protec�ve materials.
7. Installa�on must be proceeded when the electricity is shut off, please do not operate if electricity connected.
8. Installa�on must be proceeded according to related regula�ons, including the tools and equipments used.
9. The crane used to install the courtyard lamp must come with li�ing pla�orm, warning signs and flash lamp etc.
10. Electric power must be cut off before installa�on or maintenance of High Mast Light.
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INSTALLATION INSTRUCTIONS

Step 1. Loosen the buckle and open the power box

ASSEMBLY PARTS

hoop (3)

M8 Outer hexagon screw (6)

flat gasket (6)

spring washer (6)

Lamp body

INSTALLATION PROCESS

Step 2. Do the wire connec�ons, fix the lamp on the arm of the pole and �ghten the screws.



JHM HIGH MAST LUMINAIRE SERIES

 

 

 

 

 

WWW.JADEMAR.COM

Miami, FL USA - info@jademar.com
T: 305.640.0465 - F: 305.640.0468 Revised 02/2022

Page 2 of 2

INSTALLATION INSTRUCTIONS

1. MOUNTING WITH STEEL WIRE ROPE

2. CONDUIT PENDANT

steel wire rope

HWM5�8

fly-headed screw

HWM5�8

1. Inspect the fixture condi�on and accessories before installa�on.
2. Each of the two steel wire rope hooks on both ends of the moun�ng holes 

on fixture.
3. Remove the access plate, take the wires out of the power driver 

compartment and through the hole of access plate, make wiring and re-
install the access plate, then plug the flexible conduit into the hole of the 
access plate.

1. Installing the adjustable board in square J-BOX with M4*8 fly-headed flat 
bo�om screw, and pass the 3/4" conduit through adjustable board, then 
fix it with J-BOX. (nut is provided by others)

2. A�ach fixture to the hanger of square J-BOX, and connec�ng wires
3. Placing fixture horizontally, and fix it with J-BOX by using M5*8 screws

1. Fix the square J-BOX hanger to the ceiling junc�on box with screws (the screws are 
matched with the junc�on box).

2. Hook the fixture of the J-BOX base to the fixed hanger, pull out the wire and complete the 
wiring.

3. Place the fixture horizontally and secure it with M5 * 8 screws.

Step 3. Connect the wire.

Step 4. Close and �ghten the power box and lock the clasp.


	Page 1
	Page 2

