
Construc�on and Materials
Ÿ Polycarbonate Housing and DiecCast Aluminum Base
Op�cal System
Ÿ Light Distribu�on: Type V
Electrical System
Ÿ Power: 150W
Ÿ Input Voltage: 120-277VAC 
Ÿ Efficacy: >130 lm/W 
Ÿ Power Factor: >0.95
Ÿ CRI: >70
Ÿ Opera�ng Temp: -22°F to 104°F (-30°C to 40°C)
Ÿ Total Harmonic Distor�on: <15%
Ÿ Integral Surge Protec�on: 6kV Surge Protec�on Standard
Dimming and Controls
Ÿ 0-10V Con�nuous Dimming Standard 
Cer�fica�ons and Compliance
Ÿ UL Listed
Ÿ Ingress Protec�on: IP66 for Wet Loca�ons
Ÿ RoHS Compliant
Ÿ Meets FCC Part 15, Subpart B, Class A limits for conducted and radiated 

Emissions
Life�me Based on TM21: L70 ≥ 150,000 / L80 ≥ 120,000 / L90 ≥ 61,000 Hrs

Input Power: 100W / 150W

Efficacy: >130 lm/W

CCT: 4000K / 5000K

CRI: >70

Input Voltage: 120-277VAC

Dimming: 0-10VDC Dimming Standard

Controls: 
Op�onal Bi-Level Microwave Occupancy/Mo�on 
Sensor

Construc�on: Polycarbonate Housing and Cast Aluminum Base

Surge Protec�on: 10kV Standard

EPA: 1.8 sq. �

Ingress Protec�on: IP66 Standard

Life�me Based on TM21:
L70 @ ≥ 150,000 / L80 @ ≥ 120,000 /
L90 @ ≥ 61,000 Hrs

Warranty: 10 Year Limited

PERFORMANCE SUMMARY

PRODUCT DIMENSIONS

POST TOP LUMINAIRE

JPTW SERIES

PRODUCT DESCRIPTION
Introducing the JPTW Post Top Luminaire Series, a cu�ng-edge ligh�ng 
solu�on designed to deliver excep�onal performance and versa�lity. With a 
host of impressive features, this series is engineered to meet your indoor and 
outdoor ligh�ng needs with utmost efficiency.

Powered by Lumileds LED, these luminaires offer high luminous efficiency, 
ensuring brilliant illumina�on while conserving energy. Thanks to their long 
working life, you can rely on these fixtures for extended periods without the 
need for frequent replacements. The die-cast aluminum cooling design 
enhances the luminaire's overall quality and ensures op�mal cooling for the 
LED, keeping its junc�on temperature (Tj) below 85°C. This feature promotes 
longevity and reliable performance, even in demanding environments.

Designed with precision op�cs, the JPTW series delivers excellent light 
u�liza�on and even distribu�on, maximizing the effec�veness of the 
illumina�on. Whether you need to illuminate lawns, courtyards, roadways, or 
any other indoor or outdoor space, these fixtures provide superior ligh�ng 
quality and consistency.

STANDARD FEATURES
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Ÿ Remote Control Bi-level Microwave Occupancy/Mo�on Sensor
Ÿ Round Post Top Adaptor
Ÿ Photocell
Ÿ Synapse DLC Listed Wireless Control System
Ÿ CASAMBI Bluetooth Control System
Ÿ DLC Listed SIG Cer�fied Silvair BLE Mesh Network TruBlu Bluetooth Ligh�ng
Ÿ Custom Colors as Special Order - Iden�fy RAL Color Code on order

OPTIONAL FEATURES
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JPTW - - - - - -
Product Series

JPTW Blank 120-277VAC 40K 

50K 

4000K

5000K

Blank 0-10V Dimming

(Standard)

BZ  

CC

Dark Bronze - RAL8040 (Standard)

Custom RAL Color 

* Special Order 

Replace CC with desired RAL Color

No Sensor

Factory standard setting for this sensor options with this luminaire is: 50% 

dim, 20 minutes delay – Never turn off.” (Must be combined with photocell 

or daylight sensor for luminaire to turn of when sun rises) For different 

factory settings, description must be noted on the order

Photocell

Synapse DLC Listed Wireless Control System

CASAMBI Bluetooth Control System

DLC Listed SIG Certified Silvair BLE Mesh Network TruBlu Bluetooth Lighting

Blank

BMWO 

PC

SYNC-NLC

CB-NLC

SR-NLC

Blank

Wattage Input Voltage CCT

100W

150W

Control OptionsDimming

Blank

Housing Colors

Product Number JPTW-100W JPTW-150W

M aximum Dimensions

Wattage 100W 150W

CCT 4000K / 5000K 4000K / 5000K

Nominal Efficacy (lm/W) 130 130

Lumen Output (lm) 13,000 19,800

Input Voltage

CRI

THD

Power Factor

Dimming

Controls Options

Construction

Light Distribution

Effective Projective Area (EPA)

LED L70 Lifetime (TM 21 Calculated)

Ambient Working Temperature

Certifications

Ingress Protection

Limited Warranty

(14.8" x 14.8") x 6.14" Height

120-277VAC

>70

<15%

>0.95

0-10VDC Dimming Sta nda rd

Bi-Level Microwa ve Occupa ncy/Motion Sensor, Photocell, Network Lighting Controls

System Options : Syna pse, Ca sa mbi, TruBlu Bluetooth Lighting Controls  Systems Options

Die Ca st Aluminum Alloy Ba se / Polyca rbona te Hous ing

Type V

1.8 sq. ft.

L70 @ ≥ 150,000 hrs  / L80 @ ≥ 120,000 hrs  / L90 @ ≥ 61,000 hrs

-40°F to 176°F (-40°C to 80°C)

UL Lis ted for Wet Loca tions

IP66 Ra ted

10 Yrs

JPTW-150W

PHOTOMETRY
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JPTW-100W

PROJECT NAME:

MODEL NUMBER:

DATE:

SPECIFICATION SUBMITTAL DETAIL

LUMEN PERFORMANCE AND ELECTRICAL DATA

JPTW SERIES POST TOP LUMINAIRE
ORDERING INFORMATION / EXAMPLE: JPTW-100W-40K-BMWO-BZ

FIELD INSTALLED OPTIONS
BMWO-RC Remote control for BMWO Sensor

JPTW-RPA Round Post Top Adaptor
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