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JSD-CP SERIES
GAS STATION CANOPY

PRODUCT DESCRIPTION
The JSD-CP Series Gas Station Canopy light can be widely used in indoor or

outdoor lighting (wet location rated.) Excellent for gas stations, shopping malls,

parking garages, and many more applications.

FEATURES

. LED high luminous efficiency and long working life

. High efficiency LED Driver, the wide range input voltage AC120-277V

. Die-cast aluminum vented design for thermal control, high quality and
better cooling for LED junction temperature, Tj < 58°C

. Excellent optical design greatly improves light utilization and uniformity

. Motion sensor control available (Optional)

. Sealed against moisture and environmental contaminants (IP65)

Motion Sensor

High performance, die cast

J heat sink transfers heat from
— : the light engine to the
environment, via large cooling
fins, drawing heat away from
the fixture, and extending the
lifespan of the LEDs

Optical lens is made of high quality
glass material to make the light
even and soft

CONTROLS

. Motion Sensor Mounts in an outdoor lighting fixture and provides
multi-level remote controlled motion and/or daylight contribution
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JADEMAR LIGHTING

SPECIFICATIONS
Input Power: 95W
Finish Color Options: Dark Bronze / White / Black / Silver
Nominal Efficacy: 130 Im/W max
CCT: 5000K
CRI Options: 70

Input Voltage:

CC 120-277VAC Internal driver

Lifetime Based on TM21:

L70@186,000Hrs / L80@164,000Hrs / L90@132,000Hrs

Certifications: UL Listed / IP65 / FCC / RoHS
Warranty: 5 Years Limited
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Jademar Lighting has prepared the information contained in this document with due care.

However, Jademar Lighting does not warrant o represent that the information is free from errors or omission.

While the information is considered to be true and correct at the date of publication, changes in circumstances after that date may impact on its accuracy.
The information may change without notice and Jademar Lighting is not liable for the accuracy of any information printed and stored or interpreted or used.
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SPECIFICATION SUBMITTAL DETAIL

A D E M A R Project Name/Type: Date:
| G H T | N G

Catalog/Part #:
®

JSD-CP GAS STATION CANOPY LIGHT SERIES
ORDERING INFORMATION / EXAMPLE: JSD-CP-95W-50K-WH-BMWO

| == § = |- || - |- wwo || |-
Product Series Wattage Input Voltage ccr Lens Option Housing Color Control Options Mounting Options Other Options
Jsb-cp 95w Blank 120-277VAC 50K 5000K Blank Clearglass WH  White (Standard) BMWO  Bi-level microwave Blank Surface Mount MC6 6ft-3/8" Metal
(Standard) cc Custom Color* occ/motion sensors PM Pendant Mount Kit; conduit/flex conduit
Boxand Stem

*Replace "CC"with
RAL color code

FIELD INSTALLED OPTIONS

RC Remote control for Sensor

LUMEN PERFORMANCE AND ELECTRICAL DATA

Nominal Wattage 95W
Lumen Output (Im) 12,721
Average Efficacy (Im/W) 130
Light Distribution 111°
Power Factor 0.95
CcCcT 5000K
Input Voltage CC120-277VAC Internal driver
THD <15%
CRI 70
Dimming & Controls 0-10V Dimming - Motion Sensor Optional
Ambient Temperature -30°C~45°C (-22°F~113°F)
Outdoor Rating Wet Locations
Certifications & Compliance UL Listed /IP65 / FCC/RoHS
Lifetime L70@186,000Hrs /L80@164,000Hrs /L90@132,000Hrs
Limited Warranty 5Years
PHOTOMETRY
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